Notice No.4 


Rules for the 
Manufacture, Testing and 
Certification of Materials 
July 2017 


The status of this Rule set is amended as shown and is now to be read in conjunction with this and prior Notices. 
Any corrigenda included in the Notice are effective immediately. 


Please note that corrigenda amends to paragraphs, Tables and Figures are not shown in their entirety. 


Issue date: June 2018 


Amendments to Effective date IACSAMO implementation 
(if applicable) 


Chapter 3, Section 10 Corrigenda N/A 


Chapter 15, Section 4 Corrigendum N/A 


[2 Lloyd's Working together 
Register for a safer world 


Chapter 3 
Rolled Steel Plates, Strip, Sections and Bars 


= Section 10 
High strength steels for welded structures 


10.4 Mechanical tests 


Table 3.10.4 Mechanical Properties properties for acceptance purpose 
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Chapter 15 


Corrosion Prevention 


rT Section 4 
Cathodic Protection (CP) 


4.4 ICCP systems for aluminum hulls 


4.4.4 Special additional consideration needs to be undertaken to prevent bi-metallic corrosion at areas vulnerable to such attack, 

e.g. water-lubricated stern-tubes sterntubes and the underwater hull penetrations such as water cooling suctions (intakes), overboard 

discharges and exhaust discharges. Such considerations include: 

(a) For hull penetrations, the sea valves are to be electrically isolated from hull and pipework, and the penetration depth (depth from 
the hull) should be less than four times the internal diameter of the penetration. 

(b) For steratubes sterntubes, the wetted areas of the stera tube sterntube should be lined with a plastic tube or other sufficiently 
insulating material, and the shaft should have an effective passive shaft grounding system. 


All other instances of stern tube have been replaced with sterntube throughout this Ruleset. 
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